
 
 
 
 
 
 
 

 

 

 
 

 Fabricación en acero inoxidable, 
materiales de la más alta calidad y 
aptos para el contacto con alimentos. 

 Corte uniforme y de altísima calidad.  
 Cabezal con cuchilla en un lateral 
que distribuye productos dentro de la 
boca y corta y distribuye productos 
enteros como la berza.  

 Cabezal equipado con expulsor alto: 
permite desplazar más cantidad de 
producto.  

 Puede dotarse de una amplia gama 
de discos y rejillas de la más alta cali-
dad de corte. 

 Combinando entre sí estos accesorios 
se pueden obtener más de 70 tipos 
de cortes y rallados diferentes.  

 Salida del producto lateral: requiere 
menos fondo en la mesa de trabajo y 
direcciona el producto evitando sal-
picaduras. 

 Panel de mandos electrónico de uso 
muy intuitivo. 

  Stainless steel construction and high-
est quality material, all suitable for con-
tact with good. 

 New production technology that gives 
a uniform, highest-quality cutting re-
sult. 

 The large range of high quality discs 
and grids allows the operator to ob-
tain over 70 different styles of product. 

 Lateral product ejection, which allows 
the appliance to be placed in a less 
deep working surface. 

 This directs the product avoiding 
splashing. 

 Electronic, user-friendly control board. 
 Easily removable lever and lid for 
cleaning purpose. 

 

 

CORTADORA DE HORTALIZAS FOOD PROCESSOR CA 301 CA 401 CA 601 

Dimensiones (mm) Dimensions (mm)    

Ancho Width 389 389 431 

Fondo Depth 405 382 418 

Alto Height 544 646 767 

Area boca entrada (cm2) Inlet opening dimensions (cm2) 136 286 273 

Capacidad (L) Hourly production (kg) 150 / 450 200 / 650 500 / 1.000 

Diametro de disco (mm) Disc diameter (mm) 205 205 205 

Tensión (V - ph) Voltage (V - ph) 120/230 - II  230/400 - III  230/400 - III 

Potencia máxima (W) Maximum Power (W) 550 550 750 

Velocidad motor (rpm) Motor speed (rpm) 365 365 365 / 730 

Peso neto (kg) Net weight (kg) 21 24 26 

CORTADORA DE  
HORTALIZAS 

 FOOD PROCESSOR  MODELOS  ·  MODELS 
CA 301 – CA 601  

Mod.: CA 401 
 

 


